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HALBAUTOMATISCHE VERSCHLIESSMASCHINE,
DRAHTKORB-VERSCHLIESSMASCHINE, CAVEA 800

The semiautomatic wiring machine is suitable for the application and closure of wire-hoods. Following wire-hoods
can be applied 4-POST WIRE-HOODS WITH and WITHOUT CAP.

Model 2001S-2TR/1 is completely manufactured with stainless steel, food-grade plastic materials, and steel alloys.
All components of the machine are easily accessible to facilitate cleaning and maintenance, so guaranteeing long
term duration.

The machine is equipped with Safety guards and Certificate of conformity compliant to the EC regulations.

TECHNICAL DATA

Capacity: 800 b/h
Type of bottle: glass – diameter from ø 55 to 115 mm and maximum height 375 mm – other sizes on request
Type of wire-hood: 4-post wire-hoods with cap – wire-hoods without cap
Air supply pressure: 6 bar
Air consumption: 0.15 L/sec.
Main power supply: 400V 50/60Hz 3-phase (3PH+N+PE) – other voltages to order
Auxiliary circuit power supply: 24V 50/60Hz
Total installed power: 0.25 kW
Weight of the machine: 200 Kg

mailto:biuro@destiller.pl
https://www.destiller.pl


Erstellt am: 2025-04-27 19:53

Destiller - Anna i Seweryn Fabijaniak
ul. Grunwaldzka 37

37-560 Pruchnik
Tel.: +48 660 143 042

E-mail: biuro@destiller.pl

Godziny pracy
Poniedziałek - piątek 8:00 - 18:00

www.destiller.pl

 

 

mailto:biuro@destiller.pl
https://www.destiller.pl

